
 



Wedding Marquees 
When it comes to outdoor weddings, our country isn’t 
short of locations. We’ve provided an array of wedding 
marquee structures with truly spectacular backdrops. 
However, weather and ground conditions can often 
provide some challenges. 

At CQM, we specialize in providing anodized aluminum 
‘clear-span’ framed structures. Clearspan refers to the 
width of the marquee frame which provides a ‘clear’ 
uninterrupted space without the need for any internal 
king or queen poles. These are modern structures, 
designed to with stand the highest wind-load ratings 
and heavy rainfall.  

Our clear-span marquees come in widths from 6m to 
15m and can be built on any length. The structures  
allow us to incorporate many features such as glass 
doors, windows, solid wooden floors which can be 
suspended as well as panoramic roof aspects. This 
allows us to build almost anywhere and create best-
spoke layouts to deliver almost any wedding marquee 
setting imaginable. 

Over the past 10 years, we’ve offered almost every available style & variation of 

marquee structure for weddings across Scotland & the North. Using our wealth of 

experience, we’ve perfected our craft and now provide exclusively  clear-span ‘framed’ 

marquee structures for all weddings. 

The reason for this is simple. These structures are more durable, stronger and 

ultimately offer the most comfort for guests should they be relied upon in the event of 

poor weather conditions. On account of their modern design they also enable us to 

incorporate a number of features both internal and external. Below we take each on of 

these in turn and explain the benefits of using framed marquees for weddings. 

Clear-span ‘Framed’ Marquee Aspects  

The right structure to ensure your wedding guests feel comfortable 



 Once you’ve found your perfect location, choosing the right size of structure and layout is usually the starting 

point. Our clear-span marquees are modular and can be configured to suit almost any shape and lay out 

possible depending on the site chosen. Whilst more space is often preferred versus less, making you structure 

too big can impact social interaction, atmosphere and temperature control.  

 At CQM we recommend 3 x 3m space to seat one table of 8-10 guests. Therefore, a 12m wide clear-span which 

is built on 3m bays will provide seating for 32-40 guests per bay. However, you should also consider space 

required for dancefloors, bands, bar area or any other requirements. As a guide, we’ve prepared some example 

marquee hire layouts online https://www.queensberryevents.co.uk/marquee-size-guide.  

 If in doubt regarding the space required for the number of guests expected, please do reach out and we’ll be 

more than happy to recommend some size and send some scale drawings with suggested layouts.   

Size matters  



 In some instances, leveling the site an preparing the ground work for flooring the marquee can be 
as challenging as the marquee build. At CQM we can provide subframe and raised floor deck which 
can cope with drops of up-to 2m at the highest point.  

 Whilst leveling the site isn’t always required, our flooring systems on wedding marquee structures 
always provide a cavity to allow for drainage and avoid water ingress/ dampness in the event of 
heavy rainfall. Our raised floor system isn’t always necessary but can be used on level sites to 
elevate the entire structure; allowing you to incorporate certain visual aspects or simply increase 
the quality of finish.  

 For all our flooring systems on wedding marquees we provide polished and varnished wooden 
boards which a offer a finished floor. If required, we can offer carpet on top of this but this is not an 
essential interior for our flooring system. 

FLOORING OPTIONS FOR 

WEDDING MARQUEES 



Panoramic & clear 

visual aspects 

Our clear-span framed marquees allow us to provide 
full length panoramic windows and roof sections which 
allows you to incorporate any view or back-drop on any 
length of the structure. 

Traditionally, marquees would often incorporate a 
limited number of ‘Georgian‘ windows. However, on 
account of framed marquee design, our clear-span 
marquees have allowed CQM to convert full length clear 
vinyl stock, incorporating full length uninterrupted 
panoramic sides and roof sections.  

These can be added to any section of your marquee. 
Allowing you to make the most of the surroundings,  
incorporate out door elements or simply provide more 
natural light.  

 

Glass Doors 

At CQM we have a range of entrance doors with full length glass, 
internal doors which can be used to separate catering marquees 
and doors for walkways.  

All of our wedding marquee packages incorporate doors as 
standard to finish off the marquee and provide a fully enclosed 
structure.  

Incorporating doors as part of your wedding marquee package 
shouldn't be underestimated. Even when not required to retain 
heat, doors allow you to reduce noise pollution and keep out 
insects. This is particularly important in rural locations when 
midges can often be a nuisance. 


